The Syntech Spectras stream selector

With our stream selector it is possible to
measure up to 15 different streams with one
GC. The streams are measured as
programmed.

The GC software controls the stream selector.
This software makes it possible to program
the time sequence in which the channels are
to be measured. A sequence of 20 steps (for
15 channels) makes it possible to measure
some channels more often than others.

The stream selector is normally mounted on
top of the GC (see picture). The provided
RS232 (null modem) cable is attached, and
the sample line from the GC is attached to
the Sample-out connector of the stream
selector.

Set-up of a complete installation with stream selector

An internal sample pump (5l/min) is switched
by the digital-output and programmed by the
GC software.
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program edit menu

In order to program the sequence of the
stream selector the channels can be named
after the location they are connected to i.e.
"Storage" or "Lab first floor"

Channel Name

1 |Lah first floor |

|Sturage |

3 |Channe| 3 |

4 |Channe| 4 |

5 |Channe| 5 |

[ |Channe| 6 |

7 |Channe| 7 |

8 |Channe| 8 |

q |Channe| 9 |

10 [Channel 10 |
ok | canceL|  HELP |

channel names edit

With a menu-item Stream select it is possible to program
a 20-step duty cycle for the stream selector.

The GC starts measuring with the first step and continues
until an entry Restart cycle occurs or until step 20 is
reached. Then the cycle starts again at step 1.

Edit streamselector cycle E
Step Channel Step Channel
1 [Lab first floor =] 11 [Restartcycle =]
2 Storage j] 12 | Restart cycle j|
3 Restart cycle j 13 | Restart cycle j|
) ﬂ iy | Restart oycle j|
5 Storage 15 | Restart cycle j|
o |chamel2 16 [Restroyde <]
7 Restart cycle jJ 17 | Restart cycle j|
8 Restart cycle jj 18 | Restart cycle j|
q Restart cycle jj 19 | Restart cycle j|
10 |Restart cycle 3| 20 | Restart cycle j|
_oanceL_| __ree |

Edit stream selector duty cycle program

In an ASCI- file for each line the channel will be inserted.
To safe the channel data in separate files.

Simple operation, good reliability and low maintenance
cost are important to us.



